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GENERAL NOTES
The strip seal shall be made continuous and shall have a
DETAIL SECTION THRU ABUT MENT minimum thickness of ;. The configuration of the strip
____A__A seal shall match the configuration of the Locking Edge Rails.
(308 Studs Required) The height and thickness of the Locking Edge Rails shown
X ., are minimum dimensions. The actual configuration of the
Grind Flush 3 Locking Edge Rails and maiching strip seal may vary from
manufacturer to manufacturer. Flanged edge rails will not
™ 2% | g be alfowed.
Locking Fdge Rails may be spliced at slope discontinuities
(Typ.) >— ,—«[}—7 and stage construction joints.
4 [ KRR The manufacturer’s recommended installation methods shall
N X, be followed.
™ Joint openings shall be adjusted according To Article 503.10(c)
1,7 Stiffening Plate at 127 cts. 1 1 of the Srapdard Specifications when the blockouts are poured
at an ambient temperature other than 50° F.
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The inside of the locking edge rail Article 1006.32 of the Standard Specifications automatically COOMBE-BLOXDORF P.C. 0
H fineers /Land St
groove shall be free of weld residue. end welded. Engin paile emrn“’_"m?h‘j“
Design Firm License No. 184-002703 OF 15 SHTS




